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DETAILED ACTION 

1 . The RCE of 6/29/2006 and claims of 9/20/2006 were received and considered. 

2. Claims 1-60 are pending. 

.3. Claims 2-7, 20, 22-27, 40, 42-47 & 60 are withdrawn from consideration. 

4. Claims 1, 8-19, 21, 28-39, 41 & 48-59 are examined herein. 

Specification 

5. The specification is objected to as failing to provide proper antecedent basis for the 
claimed subject matter. See 37 CFR 1.75(d)(1) and MPEP § 608.01(o). Correction of the 
following is required: The specification does not disclose connecting a client to an access point 
via a wired connection. 

Claim Rejections - 35 USC § 112 

6. The following is a quotation of the first paragraph of 35 U.S.C. 1 12: 

The specification shall contain a written description of the invention, and of the manner and process of making 
and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the art to which it 
pertains, or with which it is most nearly connected, to make and use the same and shall set forth the best mode 
contemplated by the inventor of carrying out his invention. 

7. Claims 39 & 59 are rejected under 35 U.S.C. 1 12, first paragraph, as failing to comply 
with the written description requirement. The claim(s) contains subject matter which was not 
described in the specification in such a way as to reasonably convey to one skilled in the relevant 
art that the inventor(s), at the time the application was filed, had possession of the claimed 
invention. 
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a. Regarding claims 39 & 59, it is unclear how the network access point and 
unauthenticated client device are coupled wired connection, when an access point is 
known in the art as a connector between a wireless device and a LAN. For the purposes 
of this Office Action, this claim is understood to mean that the two devices are coupled 
via a wireless connection, and is rejected accordingly. It is noted that, in this 
interpretation, the claims are identical to claims 38 & 58, respectively, and are therefore 
objected to accordingly. If applicant intends for "access point" to refer more broadly to 
any device to which the unauthenticated client device is connecting or any device through 
which the unauthenticated client device is passing information, than claims 21, 28-39, 41 
& 48-59 are rejected under similar rationale as claims 1 & 8-19. However, it is believed 
that this broader interpretation is not supported by applicant's specification and therefore 
it is understood that an access point refers to a device connecting with a wireless client. 

8. The following is a quotation of the second paragraph of 35 U.S.C. 112: 

The specification shall conclude with one or more claims particularly pointing out and distinctly claiming the 
subject matter which the applicant regards as his invention. 

9. Claims 18-19, 41 & 48-59 are rejected under 35 U.S.C. 1 12, second paragraph, as being 
indefinite for failing to particularly point out and distinctly claim the subject matter which 
applicant regards as the invention. 

b. Regarding claims 18-19, the limitations "said first electronic device" and "said 
second electronic device" lacks sufficient antecedent basis. For the purposes of this 
Office Action, "said first electronic device" and "said second electronic device" are 
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understood to refer to said unauthenticated client device and said authentication server, 
respectively. 

c. Regarding claim 41 , the claim recites "In a computer-usable medium having 
computer-readable code embodied thereon, a computer-implemented method for 
authenticating . . .". It is therefore unclear which statutory class the invention falls under. 
The above citation is understood to read "A computer-usable medium having computer- 
readable code embodied thereon that is executed by a computer to implement the method 
of: ..." such that the statutory class under which the claim falls is clearly a manufacture 
and discloses a functional interrelationship between the medium and the functional code 
on the medium. 

d. Regarding claim 49, the claim recites that the network access point provides an 
interface between the client and server, however, claim 48 recites the limitation "said 
network access point is the central authentication server". For the purposes of this 
action, this limitation is understood to read "wherein said network access point is 
communicatively coupled to the central authentication server 

e. Regarding claim 49, it is unclear how the network access point can provide an 
interface between said authenticated client device and said central authentication server 
when the network access point is the central authentication server. The claims are 
rejected as best understood, such that the network access point is not the central 
authentication server. 
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f. Regarding claims 58-59, the claims recite "The computer implemented method", 
however, the independent claim is directed to a computer-usable medium. Therefore, 
these claims' preambles are understood to mean "The computer-usable medium". 

10. All claims rejected above under 35 U.S.C. §112 are examined as best understood. 
Further, any claims dependent upon a claim rejected under 35 U.S.C. §1 12 are rejected at least 
based on this dependency. 

Claim Rejections - 35 USC § 103 

1 1 . The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

12. Claims 1 & 8-17 are rejected under 35 U.S.C. 103(a) as being unpatentable over "PPP 
EAP TLS Authentication Protocol" by Aboba et al. (Aboba) in view of "Remote Authentication 
Dial In User Service (RADIUS)" by C. Rigney et al. (Rigney). 

Regarding claim 1, Aboba discloses the EAP TLS protocol, comprising authenticating an 
authentication server (TLS authenticator) to an unauthenticated client device (TLS peer) 
communicatively coupled to the authentication server (TLS certificate, p. 9, step 7 & TLS 
certificate_verify message, p. 10, step 8), authenticating the unauthenticated client (TSL peer) to 
the authentication server (TLS authenticator) to produce an authenticated client device (TLS 
certificate, p. 9, step 8 & TLS finished message, p. 10, steps 8-9), generating a key (deriving new 
encryption keys, p. 7, §3.5) at the authenticated client device (TLS peer) and the authentication 
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server (TSL authenticator/EAP server) (pp. 7-8, §3.5). Aboba lacks authenticating a user to a 
central authentication server using the authenticated client device (TLS peer). However, Rigney 
discloses authenticating a user (RADIUS request containing user's password, p. 5, §2) to a 
central authentication server (radius server) (p. 5, §2, P) using PPP (p. 5, §2, f 1) for the purpose 
of authenticating users and delivering services based on that authentication (p. 3, §1, f2). 
Therefore, it would have been obvious to one having ordinary skill in the art at the time the 
invention was made to modify Aboba' s EAP TLS protocol to authenticate a user to a RADIUS 
server using the key generated and using the authenticated client device. One of ordinary skill in 
the art would have been motivated to perform such a modification to authenticate the user 
securely and deliver services to the user, as taught by Rigney (p. 3, §1, ^J2 & p. 5, §2). 

Regarding claim 8, Aboba discloses wherein said authentication server (TLS 
authenticator) is the central authentication server (RADIUS server, p. 2, §3.1, 1J2). 

Regarding claim 9, Aboba discloses wherein a network device (authenticator) is 
employed for providing an interface (pass-through device, p. 2, §3.1, ^2) between said 
unauthenticated client (TLS peer) and said central authentication server (RADIUS server, p. 2, 
§3.1,12). 
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Regarding claim 10, Aboba discloses receiving a first standard message (containing PPP 
EAP-Response/Identity (MylD), p. 9, step 4) from said unauthenticated client device (TLS peer) 
at said network device (pass-through device, p. 2, §3.1, ^|2), forwarding said first standard 
message to said central authentication server (RADIUS server) from said network device (pass- 
through device, p. 2, §3.1, 1(2) and receiving said first standard message from said network 
device (pass-through device, p. 2, §3.1, ^[2) at said central authentication server (RADIUS server) 
whereby said unauthenticated client device is identified (p. 9, step 4) to said central 
authentication server (RADIUS server, p. 2, §3.1, TJ2). 

Regarding claim 1 1 , Aboba discloses sending a second standard message (containing 
TLS certificate, p. 9, step 7) to said network device (pass-through device, p. 2, §3.1, Tf2) from 
said central authentication server (RADIUS server, p. 2, §3.1, Tf2) and forwarding (p. 2, §3.1, ^2) 
said second standard message (TLS certificate, p. 9, step 7) to said unauthenticated client device 
(TLS peer, pi. 7) from said network device (pass-through device, p. 2, §3.1, ^2), whereby said 
central authentication server (RADIUS server) is authenticated to said unauthenticated client 
(TLS peer) device (TSL certificate_verify, p. 10, step 8). 
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Regarding claim 12, Aboba discloses sending a third standard message (containing TLS 
certificate, p. 9, step 8) to said network device (pass-through device, p. 2, §3.1, f2) from said 
unauthenticated client (TLS peer) device and forwarding (p. 2, §3.1, ^|2) said third standard 
message (TLS certificate, p. 9, step 8) to said central authentication server (RADIUS server, p. 2, 
§3.1, |2) from said network device (pass-through device, p. 2, §3.1, f2), whereby said 
unauthenticated client (TLS peer) device is authenticated to said central authentication server 
(RADIUS server, p. 2, §3.1, ^2) as the authenticated client device (TLS change_cipher_spec 
indicates that authentication is successful and further information will be encrypted, p. 10, step 
9). 

Regarding claim 13, Aboba discloses that the first standard message comprises a standard 
EAP-TLS message (p. 9, step 4). 

Regarding claim 14, Aboba discloses wherein the second standard message (p. 9, step 7) 
comprises a key exchange (TLS server_key_exchange, p. 9, step 7) from said central 
authentication server (RADIUS server/authenticator) to said client device (TLS peer) (p. 9, step 
7). 

Regarding claim 15, Aboba discloses wherein said second standard message comprises a 
standard EAP-TLS protocol message (p. 9, step 7). 

Regarding claim 16, Aboba discloses wherein said third standard message (p. 9, step 8) 
comprises a key exchange (TLS client_key_exchange, p. 9, step 8) from said client device (TLS 
peer) to said central authentication server (RADIUS server/authenticator, p. 9, step 8). 

Regarding claim 17, Aboba discloses wherein said third standard message comprises a 
standard EAP-TLS protocol message (p. 9, step 8). 
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13. Claim 18 is rejected under 35 U.S.C. 103(a) as being unpatentable over Aboba and 
Rigney, as applied to claim 1 above, in further view of one having ordinary skill at the time the 
invention was made. 

Regarding claim 18, Aboba lacks explicitly the type of connection between the devices 
claimed. However, wired connections are well known to be less expensive and faster. 
Therefore, it would have been obvious to one having ordinary skill in the art at the time the 
invention was made to modify Aboba to employ a wired connection between the devices. One 
of ordinary skill in the art would have been motivated to perform such a modification to increase 
the speed and decrease the cost of the system. This is well known in the art. 

14. Claims 19, 21, 28-39, 41 & 48-59 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Aboba and Rigney, as applied at least to claim 1 above, in further view of 
How Networks Work by Derfler et al. (Derfler). 

Regarding claim 19, Aboba lacks the first and second devices being communicatively 
coupled by a wireless connection. However, Derfler teaches that wireless LANs allow users to 
move around without losing their connection (p. 1 14). Therefore, it would have been obvious to 
one having ordinary skill in the art at the time the invention was made to modify Aboba to make 
use of a wireless LAN to couple the client, server and network access point (proxy) (such that the 
network access point is a wireless access point). One of ordinary skill in the art would have been 
motivated to perform such a modification to enable users to move around without losing their 
connection, as taught by Derfler (p. 1 14). 
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Regarding claim 21, Aboba discloses a central authentication server (TLS 
authenticator/EAP server, pp. 7-8, §3.5), an unauthenticated client device (TLS peer) (p. 2, §3.1) 
coupled to said network and also discloses the EAP TLS protocol, comprising authenticating an 
authentication server (TLS authenticator) to an unauthenticated client device (TLS peer) 
communicatively coupled to the authentication server (TLS certificate, p. 9, step 7 & TLS 
certificate_verify message, p. 10, step 8), authenticating the unauthenticated client (TSL peer) to 
the authentication server (TLS authenticator) to produce an authenticated client device (TLS 
certificate, p. 9, step 8 & TLS finished message, p. 10, steps 8-9), generating a key (deriving new 
encryption keys, p. 7, §3.5) at the authenticated client device (TLS peer) and the authentication 
server (TSL authenticator/EAP server) (pp. 7-8, §3.5). Aboba lacks authenticating a user to a 
central authentication server using the authenticated client device (TLS peer) to send or receive 
information over the computer system network. However, Rigney discloses authenticating a user 
(RADIUS request containing user's password, p. 5, §2) to a central authentication server (radius 
server) (p. 5, §2, f3) using PPP (p. 5, §2, f 1) for the purpose of authenticating users and 
delivering services based on that authentication (p. 3, §1, fl2). Therefore, it would have been 
obvious to one having ordinary skill in the art at the time the invention was made to modify 
Aboba' s EAP TLS protocol to authenticate a user to a RADIUS server using the key generated 
and using the authenticated client device and to send or receive information over the network 
(render services). One of ordinary skill in the art would have been motivated to perform such a 
modification to authenticate the user securely and deliver services to the user, as taught by 
Rigney (p. 3, §1, TJ2 & p. 5, §2). Aboba, as modified above, lacks the authentication server 
mentioned above (Aboba' s pass-through authentication device, see Aboba, p. 2, §3.1, ^|2) being a 
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network access point. However, Derfler teaches that in wireless network, mobile computers 
(peers) (p. 1 14) are connected to existing LANs, the Internet, etc. through access points (p. 1 14). 
Therefore, it would have been obvious to one having ordinary skill in the art at the time the 
invention was made to modify Aboba to have the server act as an access point. One of ordinary 
skill in the art would have been motivated to perform such a modification to enable mobile peers 
to communicate with the existing Ethernet, the Internet, etc. (also Aboba' s back end server, see 
Aboba, p. 2, §3.1, 12). 

Regarding claim 28, as modified above, Aboba discloses wherein said network access 
point is a wireless access point (Derfler, pp. 1 14-115). 

Regarding claim 29, as modified above, Aboba discloses wherein the network access 
point is an interface between said authenticated client device (TLS peer) and said central 
authentication server (Derfler, pp. 114-115). 

Regarding claim 30, Aboba discloses receiving a first standard message (containing PPP 
EAP-Response/Identity (MylD), p. 9, step 4) from said unauthenticated client device (TLS peer) 
at said access point (pass-through device, p. 2, §3.1, ^2), forwarding said first standard message 
to said central authentication server (RADIUS server) from said access point (pass-through 
device, p. 2, §3.1, ^2) and receiving said first standard message from said access point (pass- 
through device, p. 2, §3.1, 1|2) at said central authentication server (RADIUS server) whereby 
said unauthenticated client device is identified (p. 9, step 4) to said central authentication server 
(RADIUS server, p. 2, §3.1, ^2). 
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Regarding claim 3 1 , Aboba discloses sending a second standard message (containing 
TLS certificate, p. 9, step 7) to said access point (pass-through device, p. 2, §3.1, ^|2) from said 
central authentication server (RADIUS server, p. 2, §3.1, f2) and forwarding (p. 2, §3.1, f2) said 
second standard message (TLS certificate, p. 9, step 7) to said unauthenticated client device 
(TLS peer, pi. 7) from said access point (pass-through device, p. 2, §3.1, Tf2), whereby said 
central authentication server (RADIUS server) is authenticated to said unauthenticated client 
(TLS peer) device (TSL certificate_verify, p. 10, step 8). 

Regarding claim 32, Aboba discloses sending a third standard message (containing TLS 
certificate, p. 9, step 8) to said access point (pass-through device, p. 2, §3.1, ^[2) from said 
unauthenticated client (TLS peer) device and forwarding (p. 2, §3.1, ^2) said third standard 
message (TLS certificate, p. 9, step 8) to said central authentication server (RADIUS server, p. 2, 
§3.142) from said access point (pass-through device, p. 2, §3.1, ^|2), whereby said 
unauthenticated client (TLS peer) device is authenticated to said central authentication server 
(RADIUS server, p. 2, §3.1, \2) as the authenticated client device (TLS change_cipher_spec 
indicates that authentication is successful and further information will be encrypted, p. 10, step 

Regarding claim 33, Aboba discloses that the first standard message comprises a standard 
EAP-TLS message (p. 9, step 4). 

Regarding claim 34, Aboba discloses wherein the second standard message (p. 9, step 7) 
comprises a key exchange (TLS server_key_exchange, p. 9, step 7) from said central 
authentication server (RADIUS server/authenticator) to said client device (TLS peer) (p. 9, step 
7). 
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Regarding claim 35, Aboba discloses wherein said second standard message comprises a 
standard EAP-TLS protocol message (p. 9, step 7). 

Regarding claim 36, Aboba discloses wherein said third standard message (p. 9, step 8) 
comprises a key exchange (TLS client_key_exchange, p. 9, step 8) from said client device (TLS 
peer) to said central authentication server (RADIUS server/authenticator, p. 9, step 8). 

Regarding claim 37, Aboba discloses wherein said third standard message comprises a 
standard EAP-TLS protocol message (p. 9, step 8). 

Regarding claims 38-39, Aboba, as modified above, discloses wherein said 
unauthenticated client device and said network access point are communicatively coupled by a 
wireless connection (Derfler, pp. 114-115). 

Regarding claim 41, Aboba discloses in a computer-usable medium (Aboba' s disclosure 
deals with computers) a method comprising authenticating an authentication server (TLS 
authenticator) to an unauthenticated client device (TLS peer) communicatively coupled to the 
authentication server (TLS certificate, p. 9, step 7 & TLS certificate_verify message, p. 10, step 
8), authenticating the unauthenticated client (TSL peer) to the authentication server (TLS 
authenticator) to produce an authenticated client device (TLS certificate, p. 9, step 8 & TLS 
finished message, p. 10, steps 8-9), generating a key (deriving new encryption keys, p. 7, §3.5) at 
the authenticated client device (TLS peer) and the authentication server (TSL authenticator/EAP 
server) (pp. 7-8, §3.5). Aboba lacks authenticating a user to a central authentication server using 
the authenticated client device (TLS peer) to send or receive information over the computer 
system network. However, Rigney discloses authenticating a user (RADIUS request containing 
user's password, p. 5, §2) to a central authentication server (radius server) (p. 5, §2, TJ3) using 
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PPP (p. 5, §2, Ifl) for the purpose of authenticating users and delivering services based on that 
authentication (p. 3, §1, |2). Therefore, it would have been obvious to one having ordinary skill 
in the art at the time the invention was made to modify Aboba's EAP TLS protocol to 
authenticate a user to a RADIUS server using the key generated and using the authenticated 
client device and to send or receive information over the network (render services). One of 
ordinary skill in the art would have been motivated to perform such a modification to 
authenticate the user securely and deliver services to the user, as taught by Rigney (p. 3, §1, ^2 & 
p. 5, §2). Aboba, as modified above, lacks the authentication server mentioned above (Aboba's 
pass-through authentication device, see Aboba, p. 2, §3.1, 1J2) being a network access point. 
However, Derfler teaches that in wireless network, mobile computers (peers) (p. 114) are 
connected to existing LANs, the Internet, etc. through access points (p. 114). Therefore, it would 
have been obvious to one having ordinary skill in the art at the time the invention was made to 
modify Aboba to have the server act as an access point. One of ordinary skill in the art would 
have been motivated to perform such a modification to enable mobile peers to communicate with 
the existing Ethernet, the Internet, etc. (also Aboba's back end server, see Aboba, p. 2, §3.1, ^2). 

Regarding claim 48, as modified above, Aboba discloses wherein said network access 
point is communicatively coupled to the central authentication server (Derfler, pp. 1 14-1 15). 

Regarding claim 49, as modified above, Aboba discloses wherein the network access 
point is an interface between said authenticated client device (TLS peer) and said central 
authentication server (Derfler, pp. 114-115). 
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Regarding claim 50, Aboba discloses receiving a first standard message (containing PPP 
EAP-Response/Identity (MylD), p. 9, step 4) from said unauthenticated client device (TLS peer) 
at said access point (pass-through device, p. 2, §3.1, 1J2), forwarding said first standard message 
to said central authentication server (RADIUS server) from said access point (pass-through 
device, p. 2, §3.1, f 2) and receiving said first standard message from said access point (pass- 
through device, p. 2, §3.1, ^2) at said central authentication server (RADIUS server) whereby 
said unauthenticated client device is identified (p. 9, step 4) to said central authentication server 
(RADIUS server, p. 2, §3.1, 1j2). 

Regarding claim 51, Aboba discloses sending a second standard message (containing 
TLS certificate, p. 9, step 7) to said access point (pass-through device, p. 2, §3.1, ^|2) from said 
central authentication server (RADIUS server, p. 2, §3.1, ^2) and forwarding (p. 2, §3.1, 1J2) said 
second standard message (TLS certificate, p. 9, step 7) to said unauthenticated client device 
(TLS peer, pi. 7) from said access point (pass-through device, p. 2, §3.1, T|2), whereby said 
central authentication server (RADIUS server) is authenticated to said unauthenticated client 
(TLS peer) device (TSL certificate_verify, p. 10, step 8). 
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Regarding claim 52, Aboba discloses sending a third standard message (containing TLS 
certificate, p. 9, step 8) to said access point (pass-through device, p. 2, §3.1, 1(2) from said 
unauthenticated client (TLS peer) device and forwarding (p. 2, §3.1, ^2) said third standard 
message (TLS certificate, p. 9, step 8) to said central authentication server (RADIUS server, p. 2, 
§3.1, TJ2) from skid access point (pass-through device, p. 2, §3.1, 1f2), whereby said 
unauthenticated client (TLS peer) device is authenticated to said central authentication server 
(RADIUS server, p. 2, §3.1, 1f2) as the authenticated client device (TLS change_cipher_spec 
indicates that authentication is successful and further information will be encrypted, p. 10, step 
9). 

Regarding claim 53, Aboba discloses that the first standard message comprises a standard 
EAP-TLS message (p. 9, step 4). 

Regarding claim 54, Aboba discloses wherein the second standard message (p. 9, step 7) 
comprises a key exchange (TLS server_key_exchange, p. 9, step 7) from said central 
authentication server (RADIUS server/authenticator) to said client device (TLS peer) (p. 9, step 
7). 

Regarding claim 55, Aboba discloses wherein said second standard message comprises a 
standard EAP-TLS protocol message (p. 9, step 7). 

Regarding claim 56, Aboba discloses wherein said third standard message (p. 9, step 8) 
comprises a key exchange (TLS client_key_exchange, p. 9, step 8) from said client device (TLS 
peer) to said central authentication server (RADIUS server/authenticator, p. 9, step 8). 

Regarding claim 57, Aboba discloses wherein said third standard message comprises a 
standard EAP-TLS protocol message (p. 9, step 8). 
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Regarding claims 58-59, Aboba, as modified above, discloses wherein said 
unauthenticated client device and said network access point are communicatively coupled by a 
wireless connection (Derfler, pp. 1 14-115). 



15. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. 

g. The Stallings reference is cited for teaching SSL. 

h. The Haverinen, Rahman and Kokudo references are cited for teaching wireless 
authentication. 

16. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Michael J. Simitoski whose telephone number is (571) 272-3841 . 
The examiner can normally be reached on Monday - Thursday, 6:45 a.m. - 4:15 p.m.. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Gilberto Barron can be reached on (571) 272-3799. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 



Conclusion 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



MJS 
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